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NON-CONTACT LASER TRIANGULATION SENSORS

Features
• High Measurement accuracy with excellent 

repeatability
• Fast measurement rates
• Beam on/off function
• Measurement of distance and thickness on 

numerous surfaces
• Ideal for automation and process control
• Compatible with Solartron Readouts, OrbitGauge

Software, GCS Software
• Easy connections to PC or PLC

A new range of precision laser triangulation sensors that are fully Orbit Enabled and 
compatible with all Solartron Readouts and Gauging Software

KEY FEATURES
 Very Compact 20 mm wide
 Measuring Range LT1 (25mm), LT2 (10mm)
 Accuracy – better than 12 µm
 Repeatability LT1 – 2.5 µm, LT2 0.5 µm
 Resolution LT1 – 0.4 µm , LT2 0.15 µm
 Sampling Rate up to 4 kHz
 LT2 specifically for shiny metallic surfaces
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Orbit® LT1 and LT2 Applications 

Orbit® 3 With LT

Network Orbit® LT with other gauging probes or sensors via the Orbit® 3 network.
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Technical Specification
PRODUCT LT1/25/25/R LT2/20/10/R
MEASUREMENT RANGE
SMR (Start of Measuring Range) mm 25 10
MMR (Middle of Measuring Range) mm 37.5 25
EMR (End of Measuring Range) mm 50 30
PSS (Position for smallest spot) mm 31 25
MEASUREMENT PERFORMANCE
Accuracy ±µm 12 6
Resolution µm 0.4 0.15
Repeatability (@ SR )(2) µm 2.5 (@SR1) 0.5
Sample Rate (SR) (1)

SR 1 kHz 1 4
SR 2 kHz 0.5 2
SR 3 kHz 0.25 1
SR 4 kHz N/A 0.5
SR 5 kHz N/A 0.25
SR 6 kHz N/A N/A
SR 7 kHz N/A N/A
OPTICAL PARAMETERS
Light Source nm 670 (red) 670 (red)
Class Class 2 in accordance with DIN EN 60825-1: 2015-07
Power mW 0.2 0.2
Laser Spot Size (x,y) 
SMR mm 0.100,0.140 0.140,0.720
MMR mm 0.120,0.130 0.065,0.680
EMR mm 0.390,0.500 0.140,0.660
PSS mm 0.055,0.050 0.065,0.680
PHYSICAL PARAMETERS
Weight (Laser Head ) grams 30 60
Materials (Laser Head)
ENVIRONMENTAL
Laser Head Operating Temperature °C
Laser Head Storage Temperature °C
Orbit Electronics Operating/Storage Temperature °C
Sealing (Laser Head / Electronics)
Laser Head Shock
Laser Head Vibration
EMC (Emissions)
EMC
ELECTRONICS INTERFACE
Orbit Interface Options
Reading Rate
PLC Interface (using PIM adapter)

(1) Programmable via Orbit
(2) at Sampling Rate of 1 KHz for LT1, 2kHz for LT2

Aluminium

Ethernet/IP, ProfiNet, Ethercat, Modbus, CC-Link
3906 Readings/sec

USB/Ethernet/RS232

0 to +50
-20 to +70
0 to +60 
IP65/IP43
15g/6 ms

20g/2-500Hz
EN61000-6-3
EN61000-6-2
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Dimensional drawing
(Solartron pursues  policy of continuous development, specifications in this document 
may therefore be changed without notice, dimensions are nominal and specified in 
millimetres)

For 3D drawings, please contact sales.solartronmetrology@ametek.com
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Worldwide Sales Offices

UK Head Office and Factory
Solartron Metrology
Steyning Way
Bognor Regis
West Sussex
UK, PO22 9ST
Tel: +44 (0) 1243 833333
Email: sales.solartronmetrology@ametek.com

France
Ametek SAS
Solartron Metrology Division
Rond point de l'epine des champs
Buroplus Bat D
Elancourt
78990
France
Tel: +33 (0) 1 30 68 89 50
Email: Info.solartronmetrology@ametek.fr

Germany
Ametek GmbH
Solartron Metrology Division
Rudolf-Diesel-Strasse 16
40670 Meerbusch
Tel: +49 (0) 2159 9136 500
Email: vertrieb.solartron@ametek.com

China
Ametek Commercial Enterprise (Shanghai) Co., Ltd
Part A1, A4 2nd Floor
Building No 1, No 526 Fute
3rd Road East
Shanghai
Pilot Free Trade Zone
200131
China
Tel: +86 21 5763 2509
Email: china.solartronmetrology@ametek.com

USA 
Solartron Metrology
915 N. New Hope Road, Suite C
Gastonia, NC 28054
Tel: +1 800 873 5838
Email: usasales.solartronmetrology@ametek.com

Japan
Ametek -Japan
Solartron Metrology Division
Tokyo Office
Shiba NBF Tower (1F, 3F)
1-1-30, Shiba Diamon Minato-Ku, Tokyo, Japan 
(P.C.105-0012)
Tel: +81 03-4520-6654
Email: Mamoru.hasegawa@ametek.com

Thailand
Ametek (Thailand)
Solartron Metrology Division
B4.1.1 – B4.1.3 Floor 1st, SUMMER Lasalle
846 La Salle Rd., Bangna Tai, Bang Na
Bangkok, 10260, Thailand
Tel: +66 2 012 7500
Mobile: +66 92 087 9222
Email: hidenao.tanaka@ametek.com

Solartron Metrology also carries an 
extensive network of sales agents in all 
major countries.  For a local contact, go 
to 
www.solartronmetrology.com/contact
or email at 
sales.solartronmetrology@ametek.com

Data Sheet 503737  Issue 21/11 5xx/xx Datasheet Number xxxxxxxxxx 5

mailto:sales.solartronmetrology@ametek.com
mailto:Info.solartronmetrology@ametek.fr
mailto:vertrieb.solartron@ametek.com
mailto:china.solartronmetrology@ametek.com
mailto:usasales.solartronmetrology@ametek.com
mailto:Mamoru.hasegawa@ametek.com
http://www.solartronmetrology.com/contact

	Slide Number 1
	Slide Number 2
	Slide Number 3
	Slide Number 4
	Slide Number 5

